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USCG LIGHT LIST VOLUMES I - VII
CORRECTIONS

VOLUME I               Ed 2002                   NEW EDITION
   (USCG) 30/02

VOLUME IV               Ed 2002                NEW EDITION
   (USCG) 30/02

Front Cover:
Change Edition Year 2001 to 2002.
   (USCG) 30/02

SAILING DIRECTIONS CORRECTIONS

PUB 124               8 Ed 2001                      LAST NM 29/02
Page 104—Line 42/L; read:
48 hours notice of the expected time of arrival. Vessels with
drafts exceeding 8.8m, or vessels that cannot complete the
transit in 8 hours, will be required to embark two pilots
(2002).

(PUBS 023/2002) 30/02

Page 207—Line 6/L; read:
prominent white church and a conspicuous cross. A port
construction project is currently underway at La Mision
(2001). Work includes construction of a 740m causeway and
jetty. A 30m high crane can be seen at the end of the cause-
way.

(Arg NM 5/01) 30/02

Page 209—Line 4/L; insert after:
0.0Caution.—The area of Isla de los Estados has been

declared a National Preserve for all kinds of wildlife by the
Government of the Province of Tierra del Fuego, Antarctic,
and the Islands of the South Atlantic. This decree restricts
access to the area, except for scientific research. Vessels or
individuals specifically engaged in scientific research must
first obtain authorization from the Secretary of Development
and Planning for the province.

(Arg NM 5/01) 30/02

PUB 126               6 Ed 1996                      LAST NM 29/02
Page 11—Lines 40 to 44/R; strike out.

(PUBS 022/2002) 30/02

PUB 153               9 Ed 2000                      LAST NM 28/0
Page 94—Lines 23/L to 15/R; read:
0.0 Depths—Limitations.—The following table describes
the depths and functions of the berths in Balboa:

0.0 Drafts listed are the maximum allowable drafts at any sta
of the tide and allow for an underkeel clearance of 0.9m.
0.0 Vessels having a draft exceeding 11.7m are not hand
from 2 hours 30 minutes before LW until 2 hours after LW
0.0 Rodman Harbor, situated across the bay from Balboa,
the W side of the main channel, has three piers. Each p
has a 214m long frontage and provides two berths, one
the N side and one on the S side.
0.0 The harbor has been dredged to a depth of 12.2m, ho
ever, caution should be exercised, as the piers are repo
(2001) subject to a maximum allowable draft at any stage

Berthing Facilities

Berth No. Max. draft Remarks

6 9.0m Tankers and bunk-
ering

7A 10.1m Chemicals

7B 9.9m Chemicals

8 9.2m Ship repair

13 5.1m General and  bulk

14A 10.5m General, bulk, and
containers

14B 10.5m General, bulk, and
containers

15A 11.0m General, bulk, and
containers

15B 10.3m General, bulk, and
containers

15C 10.1m General, bulk, and
containers

Container
Pier

13.0m Reported (2001)
built on reclaimed
land occupying the
site of former
Berths 16 and 17

18A 10.6m General, breakbulk,
and bunkering

18B 9.0m General, breakbulk,
and bunkering

18C 12.0m General, breakbulk,
and bunkering

18D 10.2m General, breakbulk,
and bunkering

18E 8.7m General, breakbulk,
and bunkering

Note.—Information regarding Berths 13, 14, 15,
and the new Container Pier were reported in 2001.
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PUB 153 (Continued)
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the tide, to include an underkeel allowance of 0.9m, as fol-
lows:

Berth No. 1N    8.5m
Berth No. 1S  8.2m
Berth No. 2N     8.8m
Berth No. 2S     7.0m
Berth No. 3N    6.4m
Berth No. 3S     4.8m

(PUBS 020/2002) 30/02

PUB 160               1 Ed 1998                      LAST NM 25/02
Page 141—Lines 23 to 25/L; read:
Cautions

Mariners are advised that acts of piracy and armed robbery
by armed borders are occurring off the coast of Somalia.
Several incidents have been reported (2002) by vessels up to
40 miles off the coast.

Vessels are advised to keep at least 50 miles and, if possi-
ble, 100 miles from the coast of Somalia. Radio communi-
cations, including the use of VHF, should be kept to a mini-
mum while in Somali waters.

(BA NM 26/02, Section IV) 30/02

PUB 194               8 Ed 2000                      LAST NM 29/02
Page 62—Line 17/R; read:
Hestehoved is described in Sector 4.

(NIMA) 30/02

Page 62—Line 21/R; read:
Madses Klint is described in Sector 4.

(NIMA) 30/02

COAST PILOT CORRECTIONS

COAST PILOT 4               33 Ed 2001        Change No. 37
                                                                    LAST NM 28/02
Page 22—Paragraphs 501 to 512; strike out.

(LL/96; NOS/02) 30/02

Page 208—Paragraph 282, lines 2 to 6; read:
the mouth has a clearance of 13 feet. (See117.1 through
117.59 and 117.843, chapter 2, for drawbridge regulations.)
the Norfolk Southern railroad bridge, about 0.2 mile west-
ward of the highway bridge has a swing span with a clear-
ance of 5 feet. (See117.1 through 117.49, chapter 2, ...

(NOS 11552; CL 1078/96) 30/02

Page 315—Paragraph 151, lines 2 to 8; read:
West. Pilot Station monitors VHF-FM channels 16 and 12
(when expecting traffic). The 42-foot pilot boat has a white
hull with black trim and white superstructure with the word
PILOT on the side. The 40-foot pilot boat has a blue hull and
white superstructure with the word PILOT on the side. Occa-
sionally other boats may be used. Pilots board day or night 1
mile SW of ...

(CL 840/02) 30/02

Page 333—Paragraph 297, lines 3 to 7; read:
channel had a reported approach depth of 6 feet in Febru
2002. Marinas in the basin provide berths with electricit
gasoline, diesel fuel, water, ice and a launching ramp. Hu
engine, and electronic repairs are available; the marina at
south end of the basin has a 50-ton lift.

(CL 721/02) 30/02
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